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VALVESFE-40 Series – 40 litre, 12 or 24V Electric Operated
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Electric tipping valve operated by switch to suit light duty
tipper trucks. Open center hydraulic scheme according to
CE standards.
- Built-in check and adjustable relief valves.
- Either Chassis or tank (DSE kit) mounting options.
- Ready for pressure signal switch mounting.
- Galvanized body and nickel spool.
- Compact size.
-Guaranteed for oil temperature range -15+110 °C,
viscosity range 12÷100 cSt and oil filtering 25 μm.
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Proportional pneumatic tipping valve to suit medium-heavy duty
tipper trucks. Operated by proportional cab control. Open center
hydraulic scheme according to CE standards.

- Built-in check and adjustable relief valves (direct type).
- Nodular cast-iron body for pressure up to 400 bar.
- Either Chassis or tank (DSP kit) mounting options.
- Mechanical Direct End-of-stroke.
- Ready for pressure signal switch mounting.
- Galvanized body and nickel spool.
- Compact size thanks to front ports.
-Guaranteed for oil temperature range -15+110 °C, viscosity 
range 12÷100 cSt and oil filtering 25 μm.
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Tipper Air Operated 150 litre Valve
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Tipper Air Operated 200 & 250 litre Valve

Proportional pneumatic tipping valve suitable for large oil flow 
applications especially designed for heavy-duty tipper bodies, 
off-road trucks and semi-trailers. Operated by proportional cab 
control. Open center hydraulic scheme according to CE 
standards.
- Built-in check and adjustable relief valves (direct type).
- Nodular cast-iron body for pressure up to 400 bar.
- Either Chassis or tank mounting options.
- Mechanical Direct End-of-stroke.
- Ready for pressure signal switch mounting.
- Galvanized body and nickel spool.
-Guaranteed for oil temperature range -15+110 °C, viscosity 
range 12÷100 cSt and oil filtering 25 μm.
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Proportional pneumatic tipping valve suitable for large oil flow 
applications especially designed for heavy-duty tipper bodies and 
semi-trailers with two different working pressures which can be 
selected manually. Operated by proportional cab control. Open 
center hydraulic scheme according to CE standards.
-Built-in check valve and dual pressure adjustable relief valve 
(pilot type).
- Nodular cast-iron body for pressure up to 400 bar.
- Either Chassis or tank mounting options.
- Mechanical Direct End-of-stroke.
- Ready for pressure signal switch mounting.
- Galvanized body and nickel spool.
-Guaranteed for oil temperature range -15+110 °C, viscosity 
range 12÷100 cSt and oil filtering 25 μm.
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Tipper Air Dual Pressure 200 & 250 litre Lever Operated
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Tipper Air Operated 250 litre Valve

Pneumatically operated hydraulic tipping valve especially designed 
for tippers on semitrailers connected to tractor trucks. The ports 
position as well as double side oil return option included allow quick 
and effective pipes connection resulting in time and fittings saving. 
The valve also includes an auxiliary outlet (•) available on the 
mounting face, which is usually plugged. When it is fitted onto a tank, 
it is then possible to allow direct oil return into the tank. The valve 
layout is open center according to the EC directive and includes a 
check valve on the pump input port as well as built-in adjustable 
relief valve direct type.
If used in combination with proportional air control valve (like our N-
Force series) you can adjust the lowering speed of the tipper body.
- Casing made out of nodular cast iron with white zinc coating
- Ready for pressure switch / gauge port.
-Temperature range: -15+110°C, recommended viscosity range 12-
100 cSt, recommended filtration grade 25 micron.
-Mounting dimensions fully interchangeable with Modular 250 
valves.
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Tipper Air Dual Pressure 200 & 250 litre Pilot Operated
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Proportional pneumatic tipping valve suitable for large oil flow 
applications especially designed for heavy-duty tipper bodies 
and semi-trailers with two independent working pressures which 
can be selected pneumatically. Operated by proportional cab 
control. Open center hydraulic scheme according to CE 
standards.
-Built-in check valve and dual pressure adjustable relief valve 
(pilot type).
- Nodular cast-iron body for pressure up to 400 bar.
- Either Chassis or tank mounting options.
- Mechanical Direct End-of-stroke.
- Ready for pressure signal switch mounting.
- Galvanized body and nickel spool.
-Guaranteed for oil temperature range -15+110 °C, viscosity 
range 12÷100 cSt and oil filtering 25 μm.



VALVESSEL Series Diverter Valve – 200 & 250 litre Air Operated
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Pneumatic 3-way high pressure diverter valve to 
control 2 pressure lines separately. Especially designed 
for applications like Tipper/Crane or Truck/Trailer.

- Flow up to 250 l/min.
- Pressure up to 400 bar.
-Open center scheme to prevent dangerous shocks 
while switching.
- Body c/w anti-corrosion coating and Nickel spool.
-Guaranteed for oil temperature range -15+110 °C, 
viscosity range 12÷100 cSt and oil filtering 25 μm.
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